
2 forward and 2 reverse gears; mainly suitable for medium-
textured soils. The sickle bar mounts a 110 cm mowing bar and 
wheels 5.00.10. Available in both gasoline and diesel engines, 
also with electric starter.

BENZINA
Gasoline

DIESEL
Diesel

DUCATO
L186A

DUCATO
OHV275

LOMBARDINI 
I5LD440
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Trinciaerba 60 cm  
Lawn mower 60 cm

  mc 011-001-09 etnaiclaf arraB Attacco rapido
Rapid Connection

*

Tiro di traino  
Pull towing

FILTRO ARIA
AIR FILTER

CAPACITÀ SERBATOIO
FUEL TANK

POTENZA
POWER

CILINDRATA
CYLINDER CAPACITY

kW6.0 / hp 8.2 kW 6.3 / hp 8.6 kW 8.1 / hp 11.0

418 cc 442 cc

5 L

270 cc

a bagno d’olio/oil batha bagno d’olio/oil batha secco/dry 

MF9
7

2 marce avanti e 2 retromarce; adatto 
prevalentemente a terreni con impasto medio. La 
motofalciatrice monta una barra falciante di 110 cm 
e ruote 5.00.10. Disponibile sia a benzina che a diesel, 
anche con avviamento elettrico.

2 MARCE AVANTI E 2 RETROMARCE
2 FORWARD AND 2 REVERSE GEAR

ALIMENTAZIONE 
SUPPLY SOURCE

PESO
WEIGHT

AREA DI LAVORO
WORKING AREA

CARATTERISTICHE/ MAIN SPECS

MF97

BENZINA/DIESEL
GASOLINE/DIESEL

120-145 Kg

2000-5000 m
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5.3 L 5.5 L

BARRA FALCIANTE DA 110 cm
110 cm MOWING BAR 

TERRENI A BASSA DENSITÀ
LOW DENSITY SOIL

MOTOFALCIATRICI/
SICKLE BAR

Mowing bar 90-100-110 cm

Line
Professional


